
CASEMENTS 
Platinum Pro8100/9100

Features
•	 	DOUBLE	STRENGTH insulated LOW-E with ARGON	GAS glass sealed 

including SUPER	SPACER® technology

•	 MULTI	POINT	LOCKING	SYSTEMS secures the sash sequentially from 
bottom to top

•	 MULTI	POINT	LOCK	ACTUATOR engages or disengages the multi-point 
locking system with one single lever design

•	 OPERATOR	HARDWARE - pulls the sash to provide maximum closing 
power. The operator handle folds down to minimize interference with 
draperies and blinds. Opens to 90 degrees for easy cleaning from the 
inside of the house

•                            - The world’s first and only flexible window screen.

•	 3¼”	FULLY	WELDED	FRAME

•	 UPGRADE to ENERGY	STAR	V7
with	TRIPLE	GLAZING

Window Options 

FLAT GRIDS
CONTOUR GRIDS

GRIDS 
PATTERNS 
AVAILABLE

Grids are 
installed 

between the 
glass panes 

during 
manufacturing 

for easy 
cleaning

High Performance
Low-E Coating

Argon Gas Fill

Super Spacer™

STANDARD STRENGTH TRIPLE PANE
or

DOUBLE STRENGTH TRIPLE PANE

Two panes 
(standard strength or double strength) 

of Low-E glass and 
one pane of clear glass with 
argon gas in both chambers

INTERIOR WOOD GRAIN COLORS
(wood grain color choices - natural oak or cherry)

NATURAL OAK CHERRY

Privacy Plus Performance
OBSCURED GLASS

TEMPERED GLASS

EXTERIOR PAINTED COLORS
(interior color is white or wood grain)

BLACKBLACK

OPERATING HANDLE AND LOCK
all colors below are available on white or wood grain windows
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BestBestBest
 Pro8100/9100

NAILING FIN NAIL FIN 
WITH 

J CHANNEL 

 FINGER 
JOINT 

PRIMED 
EXTENSION 

JAMBS

outside view

Think about this:

The spacer system 
you choose is just as important as the window! 
That's why we use:

MANUFACTURING LIMITS
MANUFACTURING INCREMENTS - WIDTH AND HEIGHT EVERY 1⁄8" INCH

MINIMUM WIDTH 16"   MINIMUM HEIGHT 24"

MAXIMUM WIDTH 36"  MAXIMUM HEIGHT 74"

MAXIMUM WIDTH + HEIGHT = 110" UI

BLACK
standard

BRUSHED NICKEL
upgrade charge

WHITE
standard

ENERGY STAR V7

wINDOW
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